IN THE CLAIMS 



1. (Original) A method to communicate data between different Internet domains, the 
method including: 

at a first application associated with a first Internet domain, embedding the data 
in an anchor portion of a URL string that identifies a second Internet domain that 
is different from the first Internet domain; 

communicating the URL string to a second application associated with the 
second Internet domain; and 

at the second application, receiving the URL string and extracting the data 
therefrom, 

wherein the receiving of the URL string at the second application does not cause the 
second application to perform a server access to a server associated with the second 
domain. 

2. (Original) The method of claim 1, wherein the communication of the URL string is 
performed by a client of the first application to the second application, and wherein both 
the client of the first application and the second application reside on a common machine. 

3. (Original) The method of claim 1, wherein the second application communicates 
the data to a third application, associated with the second Internet domain, the third 
application communicating the data to an application server associated with the second 
Internet domain. 
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4. (Original) The method of claim 3, wherein the second application communicates 
the data to a client of the third application, wherein both the client of the third application 
and the second application reside on a common machine. 

5. (Original) The method of claim 1, including embedding an identifier that identifies 
the second application within the URL string, wherein the first application invokes 
execution of the second application by communicating the URL string to the server 
associated with the second domain. 

6. (Currently Amended) The method of claim 1, including communicating a plurality of 
one or more add i t io na l URL strings to the second application, each of the plurality of 
additional URL strings string including further data embedded in a respective anchor portion 

of fee each additio nal URL string. 

7. (Original) The method of claim 1, including, at the second application, periodically 
determining whether a new URL string has been received and, if so, extracting further data 
from an anchor portion of the new URL string. 

8. (Original) The method of claim 7, wherein the second application includes client- 
side executable logic to determine receipt of the new URL string. 

9. (Original) The method of claim 1, including, at the first application, embedding an 
identifier for the second application within the URL string, thereby to cause download 

of the second application from the second Internet domain. 

10. (Currently Amended) A system to communicate data between different Internet 
domains, th e m e thod including jh > > :ni compri i \g 
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a first application, associated with a first Internet domain, to embed the data in an 
anchor portion of a URL string that identifies a second Internet domain that is 
different from the first Internet domain, and to 

communicate the URL string to a second application associated with the second 
Internet domain; and 

the second application to receive the URL string and to extract the data therefrom, 

wherein the second application does not perform a server access to a server associated 
with the second domain responsive to receipt of the URL string. 

1 1 . (Original) The system of claim 10, wherein the first application includes a first 
application client and a first application server, the communication of the URL string being 
performed by the first application client to the second application, and wherein both the first 
application client and the second application reside on a common machine. 

12. (Original) The system of claim 10, including a third application associated with the 
second Internet domain, wherein the second application is to communicate the data to a 
third application, and the third application is to communicate the data to an application 
server associated with the second Internet domain. 

13. (Original) The system of claim 12, wherein the second application is to 
communicate the data to a client of the third application, wherein both the client of the third 
application and the second application reside on a common machine. 

14. (Original) The system of claim 10, wherein the first application is to embed an 
identifier that identifies the second application within the URL string, and wherein the first 
application is to invoke execution of the second application by communicating the URL 
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string to the server associated with the second domain. 



15. (Currently Amended) The system of claim 10, wherein the first application is to 
communicate a plurality of one or more additional URL strings to the second application, 
each of th e plurality of additional URL strings string including further data embedded in a 
respective anchor portion of the e - h t ddit ional URL string. 

16. (Original) The system of claim 10, wherein the second application is periodically to 
determine whether a new URL string has been received and, if so, to extract further 

data from an anchor portion of the new URL string. 

17. (Original) The system of claim 16, wherein the second application includes client- 
side executable logic to determine receipt of the new URL string. 

18. (Original) The system of claim 10, wherein the first application is to embed an 
identifier for the second application within the URL string, thereby to cause download 
of the second application from the second Internet domain. 

19. (Currently Amended) A method to communicate data between different Internet 
domains, the method including: 

downloading a first embedded application from a first Internet domain, the first 
embedded application being embedded within a browser instance a t a c li en t 
device operating as a first client applicatio n associated with the first Internet 
domain ; 

downloading a second embedded application from the first Internet domain, the 
second embedded application being embedded within a second browser at the 
cji in device instance operating as a second client application^ sso, i: ted w itii a 
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oi J .ii u met domain; and 

establishing communications between the first and second embedded applications to 
thereby enable a communication of data between the first client application and the 
second client application. 

20. (Original) The method of claim 1, wherein each of the first and second 
embedded applications is anyone of a Java applet, an ActiveX control, and a Visual 
Basic control. 

21. (Original) The method of claim 1, wherein each of the first and second embedded 
applications is any application that can communicate utilizing Java script. 

22. (Currently Amended) A method to facilitate the communication of data 
communication between different Internet domains, the method including: 

configuring first and second embedded applications, retrievable from a first 
Internet domain, to communicate data to each othe r bet ween different Internet 
domains if retrieved from a common Internet domain ; 

at a server associated with a first Internet domain, responsive to a request from a 
first client application associated with the first Internet domain, communicating the 
first embedded application to the first client application; and 

at the server associated with the first Internet domain, responsive to a request from a 
second client application associated with a second Internet domain, communicating 
the second embedded application to the second client application. 
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23. (Original) The method of claim 22, wherein the first client application includes a 
first script, the first script operationally to issue a first function call to a first function within 
the first embedded application, the function call including data to be communicated to the 
second client application. 

24. (Original) The method of claim 23, wherein the first embedded application, 
responsive to the first function call from the first script, issues a second function call to the 
second embedded application, the second function call including the data to be 
communicated to the second application. 

25. (Original) The method of claim 24, wherein the second embedded application, 
responsive to the second function call from the first embedded application, issues a third 
function call to a second script included within the second client application, the third 
function call including the data to be communicated to the second application. 

26. (Currently Amended) A system to facilitate communication of data between 
different Internet 

domains, the system including: 

first and second client applications associated with first and second Internet 
domains respectively; 

a server, associated with a first the first Internet domain, and: 

responsive to a request from the first client application associated with 
the first Internet domain, to communicate a first embedded application 
to the first client application; and 

responsive to a request from the second client application associated 
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with a second Internet domain, to communicate a second embedded 
application to the second client application, 

wherein the first and second embedded applications, retrievable from a first 
the first Internet domain, are configured to communicate data to each other 

betwee n difi . t do ih ii irk < d 1 in the .^im e domain . 

27. (Original) The system of claim 26, wherein the first client application includes a 
first script, the first script operationally to issue a first function call to a first function within 
the first embedded application, the function call including data to be communicated to the 
second client application. 

28. (Original) The system of claim 27, wherein the first embedded application, 
responsive to the first function call from the first script, is to issue a second function 
call to the second embedded application, the second function call including the data to 
be communicated to the second application. 

29. (Original) The method of claim 28, wherein the second embedded application, 
responsive to the second function call from the first embedded application, is to issue a 
third function call to a second script included within the second client application, the third 
function call including the data to be communicated to the second application. 

30. (Currently Amended) A system to communicate data between different Internet 
domains, the 

system including: 

first means, associated with a first Internet domain, for embedding the data in an 
anchor portion of a URL string that identifi e s f ro m thj fii t domain the anchor 
poii ion of the URL string identifying a second Internet domain that is different from 
the first Internet domain, and for communicating the URL string to second means 
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associated with the second Internet domain, and; 

the second means for receiving the URL string and for extracting the data therefrom, 

wherein the second means does not perform a server access to a server associated with the 
second domain responsive to receipt of the URL string. 

3 1 . (Currently Amended) A system to facilitate communication of data between 
different Internetdomains, the system including: 

first and second means associated with first and second Internet domains 
respectively; 

third means associated with a first the first Internet domain: 

responsive to a request from the first means associated with the first 
Internet domain, for communicating a first embedded application to the 
first means; and 

responsive to a request from the second means associated with a second 
Internet domain, for communicating a second embedded application to the 
second means, 

wherein the first and second m e ans embedded applications are retrievable from a first the 
first Internet domain, and are configured to communicate data to each other b etwe e n 
different Internet domains if retrieved from the same Internet domain . 
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(Original) A machine-readable medium storing a set of instructions, executable 
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by a machine, to cause the machine to communicate data between different Internet 
domains utilizing a method, the method including: 

at a first application associated with a first Internet domain, embedding the data in 
an anchor portion of a URL string that identifies a second Internet domain that is 
different from the first Internet domain; 

communicating the URL string to a second application associated with the 
second Internet domain; and 

at the second application, receiving the URL string and extracting the data 
therefrom, 

wherein the receiving of the URL string at the second application does not cause the 
second application to perform a server access to a server associated with the second 
domain. 

33. (Currently Amended) A machine-readable medium storing a set of instructions 
that, when executed by machine, cause the machine to facilitate the communication of data 
between different Internet domains utilizing a method, the method including: 

configuring first and second embedded applications, retrievable from a first 
Internet domain, to communicate data to each othe r between different I nterne t 
domains if both are retrieved from a common Internet domain ; 

at a server associated with a first the first Internet domain, responsive to a request 

from a first client application associated with the first Internet domain, 

communicating the first embedded application to the first client application; and 
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at the server associated with the first Internet domain, responsive to a request from a 
second client application associated with a second Internet domain, communicating 
the second embedded application to the second client application. 
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